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E-mail: info@irak-genopbygning.dk
Homesite: www.rebuildingirag.cjb.net - www.irak-genopbygning.dk
Phone: (+45) 3022 2375

COMPLETE DAIRY PLANT
BUILT IN A 40 FEET CONTAINER

General Survey
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Design and Construction

The complete container dairy plant is designed to be a low cost alternative to ordinary
designed dairy plants.

It's a good alternative to set up in arrears around the world where there is a lag of raw
materials and the productions are low.

The construction is based on a 40 feet high cube insulated container, where Denmark
have installed all the the necessary equipment and machinery for production of different
dairy products.

Depending on the customers needs and solutions it is possible to produce many types of
dairy products in a container dairy plant, such as milk, yoghurt, cheese, butter, cream and
other beverage related products as juice and mineral water.

The compete container dairy is designed and constructed after the customers needs and
solutions. Build and tested in Denmark and ready for production when it arrives at the site.
We only have to connect the power and the water.

For a no-obligation, non.binding discussion of your needs, or for complete list of the new
and second hand equipment and machinery, please don’t not hesitate to contact us on the
e-mails , Fax or telephone numbers mentioned above.
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Flow diagram for the fresh milk, yogurt, and cream processing



ELECTRICAL PANELS

The electrical steering panel

for controlline and steering of
the valves, temperature, pumps,
heating and cooling sections
ald motors.

YOGHURT PROCESSING TAMK

The incubation tank is for
production of stirred yoghurt
and heating of the CIP
freatment materials,

PounDS [ BAG FILLING MACHINE

Mhe pounds / bag filling machine
is designed for filling plastic bags
in size's from 250 ml to w00 mi
Capacily: 1.200 bags/hour

PASTEURISATION UNIT

The pasteurisation unit

is designed to pasteurise the
raw milk at 72 degree C,

and to hold it for 16 seconds.
Capacity: o0 - 2000 |fh

Container diary plant for milk, yoghurt, & mineral water production



MILK RECEPTION
lhe milk reception is built in the end

of the conlainer and divided from the
production arrear by the storages tanks,
Reception unit is including mill meter,
pump, air eliminator and filter,

STAINLESS STEEL TANKS

he z stainless steel tanks
are for storage and cooling
of raw and pasteurised milk
Capacity each tank: 4000 L

ICE-WATER BANK COOLING COMPRESSOR
The ice-water bank is builtin
stainless steel as an open,
insulated tank, installed with
the coaling pipes under the
storages tanks,

Capacity 2.500L

The cooling compressar
is built in the container

to produce the ice-water
and to conl down the mill
in the pasteurisation unit.

Container diary plant for milk, yoghurt, & mineral water production



Positioning of the container

Different dairy equipment inside the container



40 feet high cube insulated container

Different dairy equipment with the whole container from outside



